Konstruktions@inderungen aus Fertigungsgrinden, einer erweiterten Anwendungsméglichkeit, einer Qualitétsverbesserung ect. behalten wir uns vor. / Dimensions contained herein are for reference purposes only.

M12

Rundsteckverbinder mit Schraubanschluss M12
Round connectors with screw closure M12

——/59@ 1759@/—

Technische Beschreibung und Daten

Zentral - und Winkelsteckverbinder mit angespritztem Kabel
Stecker und Kupplung mit M12-Schraubverriegelung

*Temperaturbereich: -25°C/+85°C
*Werkstoffe
Kontakttrager: TPU, schwarz
Kontakte: Culn, unternickelt, galv. Au
Griffkérper: TPU, schwarz
M12-Schraubverrieg.:  Culn, galv. Ni Cr
O-Ring (nur Kupplung):  NBR
*Bemessungsspannung: 3+4 pol.=250V ;5 pol.= 60V
*Bemessungs-StoBspg.: 3+4pol.=2,5KV; 5pol.=1,5KV
*Bemessungsstrom: max. 4 A (Kabelabhdngig)
*Verschmutzungsgrad: 3

eSchutzart (IEC 60529):

IP 67 (im geschraubten Zustand)

Technical description and data

«Straight - and angled plu

g connector with moulded cable

*Male and female plug with M12-Screw locking

*Temperature range:
*Materials

Moulded body:

Contacts:

Bodly:

M12-Screw locking:

O-Ring (female):
*Rated voltage:
*Rated impulse voltage:
*Rated current:
*Pollution degree:
*Protection (IEC 60529):

-25°C/+85°C

TPU, black

Culn, pre-nickeled, galv. Au

TPU, black

Culn, galv. Ni Cr

NBR

3+4 pol.=250V ; 5 pol.= 60 V

3+4 pol.=2,5KV ; 5pol.=1,5KV
max. 4 A (depend on cable type)
3

IP 67 (in fully locked position)
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